


Custom 
Features Side Wall Extension: 

Increases volumetric capacity 
of existing dump bodies.

Rubber: Designed to handle 
tough impact loads while 
resisting abrasion. Helps 
extend the body system´s life.

Side Walls: Steel plate or hollow 
alloy bar for top-rail. Parallel 
or expanding taper geometry 
for side-walls. Provide extra 
reinforcement and preventing 
material build-up.

Ducktail: 

Retains the load on ramp grades 
up to 10 percent and higher. 
This design also maintains 
correct load distribution within 
the specifications of the truck 
OEM.

Steel Liner:

Absorbs impact and protects 
the truck structure from 
sliding wear. Designed to be 
easily and securely fitted to 
the dump body.



Our Operations

CAT 793 - Barrick, Argentina KOM 930 - Codelco, Chile CAT 793 - Newmont,  Australia

CAT 785 - Mantos Copper, Chile CAT 793 - BMA, Australia KOM 960 - BHP, Chile

CAT 793 - BMA, Australia Dump Body Water Tank - BHP, Chile CAT 797 - AMSA, Chile

XP Design

Productivity

Performance

Payload



Contact us
Australia
Duratray Head Office 
11/3 Dunlop Court, 
Bayswater, VIC 3153 
Ph.  +61 3 8761 2800

Chile

Barrio Industrial La Negra, 
Ruta del Cobre esq. Minera 
Zaldivar, Manzana 1, Sitio 1       
Antofagasta
Ph.  +56 55 289 3020

South Africa

2nd Floor West Tower. 
Maude Street
Nelson Mandela Sq 
Sandton 2196 
Johannesburg
Ph.  +27 11 881 5477

USA

9100 S Dadeland Bay            
Suite 1500
Miami, FL 3316
Ph.  +61 3 8761 2800

Duratray Western Australia 
Unit 1, 93 President Street 
Whelshpool, WA 6106 
Ph.  +61 8 9353 2537 

Duratray Queensland  
Office 804, 10 Market Street 
Brisbane City, QLD 4000      
Ph. +61 7 3221 8332

RUSSIA

1-y Kazachiy per. 7 
Moscow 119017 Ph. 
+7 3842 7746 62

 www.duratray.com | info@duratray.com




